
SmartKing™ outdoor stainless steel surface mount 
electromagnet 1500N monitored
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CHARACTERISTICS

More information or price quote? Send an email to info@smartking.com www.smartking.com|

• Stainless steel surface mount electromagnet
• Built-in monitoring
• Secure fixing with included screws and mounting plates
• Positive security quiescent current (FS) unlocked when

de-energized
• Holding force magnet 1500N
• Suitable for control of movement of persons and for

high-frequency use
• Less sensitive to structural imperfections
• Integration with any security installation
• Provides high resistance to oxidation
• No residual magnetism after power failure
• No mechanical parts
• 5 year warranty

• Magnet size: 165 x 35 x 27,5 mm
• Armature size: 130 x 33 x 11 mm
• Holding force: 1500N
• Power supply: 12 – 24Vdc
• Current consumption: 300 mA ± 10% @ 12VDC 150 mA ± 10% @ 24VDC
• Contacts: 1 x NO/NC/COM contact
• Operating temperature: -10 to 55°C
• Weight : 1,5kg
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CRIMP NUT (POP NUT) INSTALLATION DIAGRAM 

1. Drill ø9.4 hole and 

insert the M6 Crimp Nut 

(Pop Nut) with WT Nut. 

2. Use the allen key with spanner 

and slowly tighten the Crimp Nut 

(Pop Nut). Remove the WT Nut 

after install. 




